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Cam Switches

Technical Info (p. 224)2 SPEEDS, 1 WAY - 3 PHASE DALHANDER MOTOR

PR12 12 8 PR12 9552 B4 BCQ3 NZ52BXQ

PR17 16 8 PR17 9552 B4 BCQ3 SZ52BXQ

PR21 20 8 PR21 9552 B4 BCQ3 TZ52BXQ

PR26 25 8 PR26 9552 B4 BCQ3 ZZ52BXQ

PR40 50 8 PR40 9552 B4 BCF Q72MN60 HZ52BDQ

PR63 63 8 PR63 9552 B4 BCF Q72MN60 IZ52BDQ

PR12 12 8 PR12 9552 C4 BCQ3 NZ52CXQ

PR17 16 8 PR17 9552 C4 BCQ3 SZ52CXQ

PR21 20 8 PR21 9552 C4 BCQ3 TZ52CXQ

PR26 25 8 PR26 9552 C4 BCQ3 ZZ52CXQ

PR40 50 8 PR40 9552 C4 BCF Q72MN60 HZ52CDQ

PR63 63 8 PR63 9552 C4 BCF Q72MN60 IZ52CDQ

IN ENCLOSURE

ZZ52BXQ HZ52BDQ

NZ52CXQ TZ52BXQ

Switch General use Number
Series rating - amps of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

PV

GV0

0

GVPV

Contact Configuration - 9552

Mounting and Dimensions see pg 226 to 229
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1 12 141 3
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8

No. of
contacts LS 0 HS

1 -2 X

3 - 4 X

5 - 6 X

7 - 8 X

9 - 10 X

11 - 12 X

13 - 14 X

15 - 16 X

No. of
contacts 0 LS HS

1 -2 X

3 - 4 X

5 - 6 X

7 - 8 X

9 - 10 X

11 - 12 X

13 - 14 X
15 - 16 X
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PR12 12 Two Fixing 6 PR12 8151 A4 E Q48PN50 NY11AQ1
Screws

PR12 12 Ø22mm 6 PR12 8151 A4 E N48MD50 NY11AX80
single hole

3 CURRENT TRANSFORMERS WITH COMMON POINT

Technical Info (p. 224)

Cam Switches

AMMETER SWITCHES

NY11AQ1 NY11AX80

L1

L2
L3

0

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

L3 L2 L1

3

10

7

10

11

10

4 2

A

1 3

2 4

5 7

6

9

10

11

12

8

No. of
contacts 0 L1 L2 L3

1 - 2 X X

3 - 4 X X

5 - 6 X X

7 - 8 X X

9 - 10 X X

11 - 12 X X

Contact Configuration - 8151

PR12 12 Two Fixing 9 PR12 8164 A4 E Q48PN50 NY14AQ1
Screws

PR12 12 Ø22mm 9 PR12 8164 A4 E N48MD50 NY14AX80
single hole

WITHOUT CURRENT TRANSFORMER

NY14AQ1 NY14AX80

L1

L2
L3

0

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

Contact Configuration - 8164

A

3

2

11
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14

L3 L2 L1

5 4
1 3

2 4

5 7

6

9

10

11

12

13 15

14

17

18

16

8

No. of
contacts 0 L1 L2 L3

1 - 2 X X

3 - 4 X X

5 - 6 X X

7 - 8 X X

9 - 10 X X

11 - 12 X X

13 - 14 X X

15 - 16 X X

17 - 18 X X



221

PR12 12 Two Fixing 9 PR12 8157 A4 E Q48PN50 NY17AQ1
Screws

PR12 12 Ø22mm 9 PR12 8157 A4 E N48MD50 NY17AX80
single hole

WITHOUT COMMON POINT

Technical Info (p. 224)

Cam Switches

AMMETER SWITCHES

NY17AQ1 NY17AX80

L1

L2
L3

0

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

A

3

2

11

12

15

16

L3 L2 L1

5 4
1 3

2 4

5 7

6

9

10

11

12

13 15

14 16

19

20

8

No. of
contacts 0 L1 L2 L3

1 - 2 X X

3 - 4 X X

5 - 6 X X

7 - 8 X X

9 - 10 X X

11 - 12 X X

13 - 14 X X

15 - 16 X X

19 - 20 X X

Contact Configuration - 8157
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PR12 12 Two Fixing 6 PR12 8357 C8 E Q48PN50 NY37AQ1
Screws

PR12 12 Ø22mm 6 PR12 8357 C8 E N48MD50 NY37AX80
single hole

PR12 12 Din-Rail 6 PR12 8357 C8 E DF NDF03

WITH NEUTRAL
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Cam Switches

VOLTMETER SWITCHES

NY37AQ1 NY37AX80

L1L2

L2L3

L3L1 L3N

L2N

L1N

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

Contact Configuration - 8357

PR12 12 Two Fixing 4 PR12 8351 A4 E Q48PN50 NY31AQ1
Screws

PR12 12 Ø22mm 4 PR12 8351 A4 E N48MD50 NY31AX80
single hole

WITHOUT NEUTRAL

NY31AQ1 NY31AX80

0
L1L2

L2L3
L3L1

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

Contact Configuration - 8351

6

2

4

L3 L2 L1

1 7

1 3

2 4

5 7

6 8

V

No. of
contacts 0 L1 L2 L3

1 - 2 X X

3 - 4 X

5 - 6 X X

7 - 8 X

6

2

4

10

L3N L2 L1

1 11

1 3

2 4

5 7

6

9

10

11

12

8

V

No. of L3 L2 L1 0 L1 L2 L3
contacts L1 L3 L2 0 N N N

1 - 2 X X X

3 - 4 X X X

5 - 6 X X

7 - 8 X

9 - 10 X

11 - 12 X X

NDF03
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Technical Info (p. 224)

Cam Switches

BINARY CODE SWITCHES

PR12 12 Two Fixing 4 PR12 6501 A1 E Q48PN50 NR51UQ1
Screws

0 TO 11

NR51UQ1

0 1 2
3
4

567
8

9
10

11

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

Contact Configuration - 6501

1 3

2 4

5 7

6 8

No. of Positions
contacts 0 1 2 3 4 5 6 7 8 9 10 11

1 - 2 X X X X X X

3 - 4 X X X X X X

5 - 6 X X

7 - 8 X X

PR12 12 Two Fixing 4 PR12 6502 A1 E Q48PN50 NR52UQ1
Screws

1 TO 12

NR52UQ1

1 2 3
4
5

678
9

10
11

12

Switch General use Number
Series rating - amps Mounting of contacts Positions Designation Part Number

IP40 standard - IP65 available upon request

Mounting and Dimensions see pg 226 to 229

Contact Configuration - 6501

1 3

2 4

5 7

6 8

No. of Positions
contacts 1 2 3 4 5 6 7 8 9 10 11 12

1 - 2 X X X X X X

3 - 4 X X X X X X

5 - 6 X X

7 - 8 X X




